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•	 As	easy	to	use	and	maneuver	as	a	walk-behind	mower

•	 Punches	cleaner	holes	in	tough,	hardened	soil,	 
				no	additional	weights	needed

•	 Industry	best	10	holes

   per square ft.

Reciprocating	tine	design	covers	more	
turf	in	less	time	with	less	fatigue.
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		PRODUCT	NUMBER		—		RA-21

		AERATING	WIDTH 21” 		GROUND	SPEED 2.84	mph

		CORE	DEPTH 2.75” 		COVERAGE 26,000	ft2/hour

		NUMBER	OF	TINES 8 		ENGINE Honda® GX120 B&S® Intek

		DIAMETER	OF	TINES 5/8” 		DISPLACEMENT 118	cc 205	cc

		HOLE	PATTERN 2.6”	x	7.5” 		MACHINE	DRIVE Push	Off	the	Tines

		HOLES	/	FT2 10 		PRIMARY	AERATOR	DRIVE Sheaves	and	Belts

		DIMENSIONS 39”H	x	31.5”W	x	64”L 		GEAR	REDUCTION 6:1

		DIMENSIONS	(HANDLE	FOLDED) 24”H	x	31.5”W	x	49”L 		WHEELS	(INCHES) 2.80	–	4	Front	/	4.10	x	3.50	–	4	Rear

		DRY	WEIGHT 261	lbs. 		MINIMUM	GATE	WIDTH 32”

Tire	scrapes	keep	tires	free	
from	dirt	and	allow	maximum	
penetration of tines.

Folding	handle for less space 
on	rental	floors	and	trailers.

Lifting	and	tie-down	handles  
for	easy	and	safe	transportation.

Lightweight,	two-piece	hood	reduces	 
overall	unit	noise	and	allows easy	access	for	
maintenance	—	drive	belt	can	be	replaced	
without			removing	the	crank	shaft.
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